TRUST EVG PS
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PRACHOTESNE SVITIDLO
téleso svitidla: akrylonitril-butadien-styren (ABS)
difuzor: polystyren (PS)
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elektronicky predradnik EVG tridy A2
e prachotésné a vodéodolné

TRUST EVG PS 1 x18W

TRUST EVG PS 1 x36W

TRUST EVG PS 1 x58W
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EAN W BALLAST  [mml mm [mm]
TRUST EVG PS 1 x18W GXWP220 8592660115115 1x18 EVG/A2 650 70 90 0,85 1-8 313 Ke
TRUST EVG PS 1 x36W GXWP221 8592660115122 1%x36 EVG/A2 1260 70 90 1,35 1-8 416 Ke
TRUST EVG PS 1 x58W GXWP222 8592660115139 1% 58 EVG/A2 1565 70 90 1,55 1-8 592 K¢
TRUST EVG PS 2 x18W GXWP032 8592660105345 2x18 EVG/A2 655 120 85 11 1-6-150 372 K&
TRUST EVG PS 2 x36W GXWP033 8592660105352 2x36 EVG/A2 1260 120 85 1,85 1-6-120 460 KE
TRUST EVG PS 2 x58W GXWP034 8592660105369 2x58 EVG/A2 1565 120 85 2,15 1-6-72 768 K¢

e Prisludenstvi k prachotésnym svitidldm viz. strana 133.

TRUST EVG PS 2 x18W

TRUST EVG PS 2 x36W

TRUST EVG PS 2 x58W
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