Datovy list | Objednaci Cislo: 2273-204

Spojovaci krabicova svorka COMPACT; Pro pIné vodice; Max. 2,5 mm?; 4
vodicCe; Barva pouzdra transparentni; Barva krytu ¢ervena; Okolni teplota:
max. 60 °C (T60)

www.wago.com/2273-204

ROHS v BOMcheckmet
Compliant

Popis polozky

Upozornéni:
Advantages:

B Convenient wiring via extremely compact design
Push-in termination of up to eight solid conductors
Cross sectionrange: 0.5... 2.5 mm2(18... 14 AWG)

Any combination of conductor sizes is possible

PUSH WIRE® connection terminates solid ("s") copper conductors

Terminating Aluminum Conductors
WAGO spring clamp terminal blocks are suitable for solid aluminum conductors up to 4 mm?2/12 AWG if WAGO "“Alu-Plus” Contact Paste is used for
termination.

"Alu-Plus” Contact Paste Advantages:

Automatically destroys the oxide film during clamping.
Prevents fresh oxidation at the clamping point.

Prevents electrolytic corrosion between aluminum and copper conductors (in the same terminal block).

Provides long-term protection against corrosion.
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Using terminal blocks with PUSH WIRE® Spring Pressure Connection Technology, aluminum conductors must first be cleaned with a blade and
then immediately be inserted into the clamping units filled with “Alu-Plus” Contact Paste.

Itis also possible to apply WAGO "Alu-Plus” additionally on the whole surface of the aluminum conductor before termination.

Please note that the nominal currents must be adapted to the reduced conductivity of the aluminum conductors:

2.5mm2 (14 AWG) =16 A
4mm2 (12 AWG) =22 A
Bezpecnostni upozornéni 1:
V uzemnénych sitich

Data
Elektrické parametry

Ratings per IEC/EN 60664-1

Navrhové napéti (Il / 2)
Navrhové razové napéti (1 / 2)

Jmenovity proud

Udaje o pripojeni
Pripojovaci technika

ZpUsob ovladani

Materidly pfipojitelnych vodi¢t

Plny vodi¢

Délka odizolovani

Celkovy pocet kontaktnich mist
Celkovy pocet potencialll
ZpUsob zapojeni

Leiterquerschnitte eindrahtig

Geometrické udaje
Sitka
Vyska
Hloubka

Udaje o materialu

barva
Cover color
Trida hoflavosti dle UL94

Pozarni zatizeni

450V
4kV
24A

nasuvny spoj
PFfimé zasunuti
Meéd'

Hlinik

05...25mm2/20... 14 AWG

11 mm/0.43 palec
4

1

bo¢ni pfipojeni

0.5 mm?2

18 mm/0.709 inch
58 mm/0.228 inch
16,7 mm/0.657 inch

Transparentni
red

V2

0.025MJ
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Hmotnost 139

Okolni podminky

Okolni teplota (provoz) 60°C
Continuous operating temperature 105°C
T-Marking per EN 60998 T60

Obchodni Gidaje

Product Group 7 (Push Wire Conn.)
Country of origin DE
GTIN 4050821027867
Atesty/certifikaty
Atesty pro pouziti v lodnim primysiu
Nazev
Logo Schvaleni Doplnkovy text schvéleni certifikatu
VDE EN 60998 40029794
.ﬁ VDE Prif- und Zertifizierungsinstitut
Ostatni atesty
Nazev
Schvaleni Doplrikovy text schvaleni certifikatu
ABS - 15-
I'I American Bureau of Shipping HG1419918-
BN, PDA
D DNV GL EN 60998 TAE000015T
& % Det Norske Veritas, Germanischer Lloyd
DNV-GL.
LR EN 60998 04/20013
Lloyds Register (E8)

Kompatibilni produkty

General accessories
Obj. ¢.: 2273-500
Upevriovaci adaptéry; Pro jednoradé a dvouradé pfip.; Rada 2273; Pro montaz na listu DIN 35 / www.wago.com/2273-500
Sroubovou montaz
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Obj. €.: 249-130 www.wago.com/249-130
Plnici stfikacka; Obsah: 20 ml kontaktni pasty Alu-Plus

Ke stazeni
Documentation

Additional Information
Technical explanations 3.4.2019 pdf Stahnout
2,1 MB

CAD/CAE - Smart Data

CAD data

3D Download 2273-204 URL Stahnout

EPLAN

EPLAN Data Portal Stahnout

WSCAD

WSCAD Universe Stahnout

Zmény vyhrazeny.

WAGO Kontakttechnik GmbH & Maéte otazky ohledné nasich produkt(?
Kdykoli nam zavolejte na €islo +420 261 090 143.
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